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The paper should be preceded by the summary (abstract) of 1012 type lines written with 10 point types, Times New Roman, on type page of 130 ( 200 mm (including page number), with margins: upper 5,5 cm, lower 5 cm, right and left 4,0 cm, header 4,7 cm, full size scale, indention ‑ 0,5 cm.
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Key words (11 points)
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1. CENTERED CHAPTER TITLE, 12 POINT TYPES,
BOLD
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1.1. Centered subsection,

12 point types, bold

0,8 cm 

The paper should be written with 11 point types, Times New Roman, with single space between lines.Type page should be of 130 ( 200 mm, full size scale.
Enumerations should start with an indention and dash. Next line of a particular
enumeration should start from the left side. In case of double enumeration indications a), b), c) and so on with the indention should be introduced.

Example:

 enumeration of the first level should start with the dash in the following way: push 3 keys simultanously Ctrl + Shift + Q and then dash. Remark: in Word on the key board there exists a short line the so called linking line which is used to link words e.g. one-coloured. This linking line should not be used as a dash.

a) enumeration of the second level is the same as for the first one but the letters are 
used.
The second page and the following pages should start without upper lowering.
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1.2. Subsection, 12 point types

0,8 cm

Mathematical formulas should be centered, 11 point types, indexes and exponents 7 point types.
The distance between formulas and the text as in the example below:

Example: For the FA force acts in AA section on Ak surface, the equation (3) is given by:






(3)

The FA force according to the above equation is in the function of deformation(max, angle , friction coefficients (m and (s and the consolidation curve of the drawn material.

The value ranges should be written with dash without distances, e.r. 34,5 MPa.
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1.3. Subsection, 12 point types
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All the figures and diagrams should be placed electronically (printed in WORD document). These figures and diagrams should not be larger than it is necessary for understanding. 
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Fig. 4.7. Figure and diagram descriptions should be centered, 10 point types, without 
a point at the end

Below the text the literature list should be given (10 point types, Times New 
Roman) in alphabetical order accordind to the given examples.
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